



































































































































































































































































































































































































































































































































































































































































































































o o TABLE 2B : i S
Maximum Sustainable Traffic Flow Rates per Functional Evacuation Lane for Hurricane Evacuation Purposes
US Highway 1 (Overseas Highway) and CR 905/Card Sound Road in the Florida Keys, Monroe County, Florida

Milemarkers . : Suggested Maximum Sustainable Flow
Area Location/Description S 5
From To Rate per Hour per Functional Evacuation Lane
Lower Keys 2.0 4.0 Key West to Stack Island 900
ILawer Keys 4.0 9.0 Stock Island to Big Coppitt Key 900
|Lower Keys 9.0 17.0  1Big Coppitt Key to Sugarloaf Key 1,100
Lower Keys 17.0 22.0  iSugarloaf Key to Cudjoe Key 1,100
Lower Keys 220 24.0 iCudjoe Key to Summerland Key Cove Airport 1,100
Lower Keys 24.0 25.0 Summerland Key Cove Airpart to Summerland Key 1,100
Lower Keys 250 30.0  iSummerland Key to Big Pine Key 1,100
Lower Keys 30.0 34,0 iBig Pine Key to West Summerland Keys 1,050
Lower Keys 34.0 35.2 West Summerland Keys to Spanish Harbor Keys 1,100
Lower Keys 35.2 36.5 Spanish Harbor Keys to Bahia Honda Bridge 1,100
ILower Keys 36.5 37.5  (Bahia Honda Bridge to Bahia Honda Key 1,100
IMio‘dfe Keys 375 47.0  iBahia Honda Key to Hog Key 1,200
[Middle Keys 47.0 48.0  iHog Key to Boot Key 1,100
Middle Keys 48.0 50.2  iBoot Key to Marathon 900
Middle Keys 50.2 50.8  iMarathon to Marathon Shores 900
Middle Keys 50.8 54.0  iMarathon Shores to Key Colonial Beach 900
Middle Keys 54.0 54.5  iKey Colonial Beach to Deer Key 900
Middle Keys 54.5 58.0  iDeer Key to Grassy Key 1,100
Upper Keys 58.0 74.0  iGrassy Key to Matecumbe Harbor 1,100
Upper Keys 74.0 80.0 Matecumbe Harbor to Teatable Key 1,100
Upper Keys 80.0 83.5 iTeatable Key to Islamorada 1,100
|Upper Keys 835 856  !lslamorada to Windley Key 1,100
[Upperkeys | 856 90.0  {Windley Key to Plantation Key 1,100
IUpper Keys 90.0 100.0  iTavernier Key to Newport Key 900
IUpper Keys 100.0 105.0  iNewport Key to Sexton Cove 900
IUpper Keys 105.0 106.3  iSexton Cove to Rattlesnake Key 900
|Upper Keys 106.3 126.5 |Rattlesnake Key to Card Sound Rd 1,200
South Dade 126.5 HEFT {Card Sound Rd to HEFT 900
Int CR 905 /
Upper Keys 106.3 CR905 A iLake Surprise to Crocodile Lake 1,100
Int CR 905 /
Upper Keys | Ocean Reef | CR905A iTanglefish Key to Crocodile Lake 1,100
Int CR 905 /
Upper Keys | CR 905 A UsS1 Crocodile Lake to South Miami-Dade 1,100
NOTES

A Functional Evacuation Lane has a pavement width of at least 10 feet

The above flow rates are maximum values that are expected to be
sustained for extended periods (more than 8 hours). During night
conditians, these flow rates may be lower than the ones shown above.
























